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  Remove the knob on the outside of the dust
box, slide the blade guard upward, and pull
away from the unit.  (Fig. 1)
 Loosen the nut on the blade shaft using the
wrenches provided (Fig. 2). The flat wrench
is used on the shaft between the dust box
and the engine.
 Place one washer on either side of the
blade (Fig. 3). Ensure the blade is oriented
for a counter-clockwise rotation. 
 Install all hardware and completely tighten.

Blade Removal and Installation
Ensure engine switch is in the off position
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3.

4.
 

 Lower the pointer arm
 Place a straight edge against the blade
spanning from the rear pointer to the front
pointer
 Using a 1/2" wrench, loosen the pointer
shown in Fig. 4 and align them with your
straight edge.
 Tighten all loose hardware.

Blade Pointer Alignment 
Install the blade before aligning pointers

1.
2.

3.

4.

Product Set-Up

Warnings!
Follow the engine manufactures

manual prior to saw set-up. 
These instructions are only intended
to show you the set-up of our saw.

Do not use until you have been
trained on how to properly operate

a walk behind concrete saw.

Figure 1

__________________________________

Call (+1(440)-236-5112) or visit our website (www.gorillaconcretetools.com) for our terms and conditions

This Saw is made for
outdoor use only
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  To adjust the handle position, loosen the
two black knobs on the handle (Fig. 6). Once
loosened, slide the knobs downward. 
 Adjust the handle into either the operation
position (Fig. 7) or the transport position
(Fig. 8) using the slots on the handle. 
 Once the handle is in the desired position,
slide the knob into the slot and tighten.  

Handle Positioning
1.

2.

3.
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 Once you have access, loosen bolts and
slide up or down to the desired position
within the key-way. *The skid plate should
remain in contact with the cutting surface in
order to function properly*
 Once the desired position is achieved,
tighten all hardware and reinstall the blade
and blade guard.  

Skid Plate Pressure Adjustment (Fig. 9) 
To access the bolts, follow the steps for blade

removal
1.

2.
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 To adjust the depth, loosen the nut (Fig. 5)
and slide up or down the slot.
 Align bolt head with the arrow
corresponding to the desired depth. 
 Tighten nut once desired depth is achieved. 

Blade Depth
The blade depth gauge features reference points

with 1/4" or 1/2" depth increments up to 2" depth. 
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2.

3.
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